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1 Introduction 
The 220 000 km of superconducting (SC) wires [1] used for the fabrication of the LHC 
[2] accelerator magnet coils are composite materials in which the superconducting 
material is present in the form of small sized filaments. As an example, the wires used in 
the LHC inner dipole cables consist of 8900 Nb-Ti filaments with a diameter of 7 µm, 
embedded in the Cu matrix of the wire with a diameter of about 1 mm.  
The determination of the materials constants for the individual phases in the 
superconducting composite wires is complicated by the small size of the different phases 
with typical cross sections of a few tens of μm2 and because of a plastic and elastic 
anisotropy of the strongly textured materials. The goal of the present work is to assess 
whether it is possible to extract tensile properties of SC composite wires from indentation 
hardness measurements of their individual components.  
For ductile metals the indentation hardness is basically a measure for the plastic materials 
properties and factors have been elaborated that allow to compare the Vickers hardness 
(HV) with the yield stress (YS). For fully work-hardened, isotropic metals for which 
elastic deformation can be neglected the uniaxial YS is about one third of the Vickers 
hardness (expressed in identical units) [3]. The correlation factor between hardness and 
YS decreases when elastic deformation becomes significant (for E/YS<133 or 
E/HV<44.3). For this case it has been found that the relation between HV and YS is 
given by [4,5]:  
HV/YS=0.065+0.6ln(E/YS)    Equation 1 
In the present article indentation hardness measurements in SC composite wires for the 
LHC are presented and their accuracy is assessed. The Nb-Ti/Cu indentation hardness 
data is compared with tensile test results, which has been obtained for single Nb-Ti 
filaments, Nb-Ti filament bundles and entire Nb-Ti/Cu composite wire samples. Based 
on the experimental results the possibility to predict the tensile composite wire properties 
from the indentation hardness and the possibility to extend this method to other SC 
designs is critically discussed. 
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2 Experimental 
2.1 The samples 
The samples analysed are Nb-Ti/Cu superconducting wires for the LHC. All samples 
have been manufactured in a single stack process, i.e. all Nb-Ti rods are stacked at once 
in a Cu extrusion billet. The nominal diameter, Cu and Nb-Ti volume fractions (the 
copper to superconductor ratio Cu/SC [6]) and the number and size of Nb-Ti filaments 
for the two sample types are summarised in Table I. A cross section of a 01 type wire 
sample is shown in Figure 1. The 02R wire is an outer LHC conductor with an 
intermediate diameter of 6.7 mm, which has not been drawn down to the nominal 02 wire 
diameter of 0.825 mm. The Nb-Ti and Cu hardness in this wire is measured before the 
precipitation heat treatment. The Nb-Ti cross sectional areas in the 02R wire are 
sufficiently large to measure the Nb-Ti hardness with relatively high indent load in order 
to obtain the load dependence of the hardness result.  
The Nb-Ti filaments contain 47±1 wt.% Ti and only traces of other elements and the 
matrix is made of OFHC copper. During the SC composite wire fabrication the fully 
recrystallised Nb-47wt.%Ti alloy raw material is reduced by a series of extrusion and 
drawing processes down to the final SC filament size of 6-7 µm. In order to form a Nb-Ti 
microstructure that promotes a high critical current density, the composite wire undergoes 
the highest possible cold-work strain [7], which strongly increases the tensile strength of 
the filaments and the matrix.  
During several hot fabrication processes the Nb-Ti filaments and the Cu matrix are 
strongly bonded with each other and in the following an ideal bond between both phases 
is assumed. The Nb-Ti filaments in the 01 wire have a twist pitch of 18 mm. In the 02R 
wire the filaments are not twisted. 
Two different 01R wires were examined. The wire 01R010 is a pre-series wire, which 
final precipitation heat treatment lasts 2 times longer than that of the optimised LHC wire 
01R152. At the end of the production the wires are submitted to a final 1 h-190 °C heat 
treatment, during which the Cu matrix is partly annealed. 
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2.2 Hardness measurements 
Indentation hardness measurements have been done in transverse metallographic wire 
cross sections, which were prepared by wet grinding and mechanical polishing with 
various diamond suspensions. For the last polishing step a 0.1 µm colloidal silica 
suspension with pH=9 has been used. The thickness of the damaged surface layer 
remaining after the chemical polishing is estimated as about twice the final polishing 
particle size [8], i.e. 0.2 µm. 
Conventional hardness measurements have been performed using a Leica VMHT MOT 
hardness tester using a Vickers diamond pyramid indenter. The test load was always 
applied during 15 s. Prior to the hardness measurements the instrument was calibrated 
using two polished stainless steel standard samples with nominal hardness 
HV0.5=712±17.4 and HV0.005=264±31.1. The respective hardness results measured 
with the Leica VMHT MOT are HV0.5=717±3.1 and HV0.005=254±10.6. Pile-up [3] in 
the cold worked copper is neglected in the calculation of HV from the indent diagonals. 
2.3 Tensile tests of composite wires 
Tensile tests on the entire composite wire 01R152 were performed according to [9]. The 
wire strain was measured with a commercially available clip on extensometer (INSTRON 
2620-601) with a weight of 30 g. The gauge length was 50 mm and the tests were done 
with constant strain rate of 10-4 s-1. As recommended in [9] the tensile test is stopped at  
2 % elongation and the strain gauge dismounted after the stress had been released by 10 
% in order to avoid damage of the strain gauge when the wire sample fractures. For the 
measurement of the ultimate tensile strength (Rm) the test was afterwards continued with 
constant stroke rate of 0.05 mm s-1 until strand rupture occurred. 
E-moduli determined from the loading stress strain curve (E0) are usually lower than E-
moduli determined form the unloading stress strain curves (EA). For Nb-Ti/Cu wire it has 
been shown that reliable E-modulus values can be obtained from the unloading curve, 
regardless the unloading stress level [10]. The 0.2% proof stress obtained from the 
unloading curve (Rp0.2B) is reported as a measure for the stress at which Cu yielding 
occurs. 
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2.4 Tensile tests of Nb-Ti filament bundles 
Nb-Ti filament bundles were extracted from the Nb-Ti/Cu wires by dissolving the Cu 
matrix in HNO3. The accuracy of the Nb-Ti filament bundle cross sectional areas 
presented in Table 1 is better than 1 % [6].  
Rm of single Nb-Ti filaments has been determined with a force resolution of 1 mN. Prior 
to the tensile test the single filament cross sections were measured with an optical system 
using a Laser. The measurement of the filament cross sectional area is the main 
uncertainty of the single filament tensile test results.  
3 Results 
3.1 Vickers hardness measurements in transverse wire cross sections 
3.1.1 HV load dependence 
An important advantage of the Vickers hardness scale as compared to Brinell hardness is 
that Vickers hardness results are considered to be load-independent (principle of 
geometric similarity [3]). However, this is the case only when the applied indent load 
exceeds typically 100 gf (1 gramforce = 9.81 mN). 
For a variety of different reasons HV measurements in the low load range depend on the 
indent load. Most instrumental artefacts (e.g. vibrations, friction within tester, indent size 
measurement errors) occur with conventional indentation instruments and can be largely 
avoided when using instrumented indentation testers with a sophisticated insulation 
against mechanical and acoustic vibrations. Other artefacts are related to indenter 
imperfections. A further artefact that can cause a dramatic HV increase at low loads is 
sample surface workhardening by the mechanical polishing, which might be avoided by 
electropolishing the sample surface. Electropolishing is, however, not obvious to achieve 
for multi phase samples. Finally there is a true hardness increase with decreasing 
indentation depth. This HV increase becomes important for indent depths smaller than 
300 nm, which per definition is the border between micro and nanoindentation. 
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In Figure 2 the HV load dependence is shown for the cold worked Nb-Ti alloy and Cu 
matrix in the 02R wire cross section. With decreasing load HV values increase until they 
drop again at very low loads (1 gf). Such a HV load behaviour is typically obtained with 
conventional indentation testers [11] without sophisticated isolation against 
environmental vibrations. 
3.1.2 The concept of Nb-Ti/Cu composite hardness 
Hardness measurements in metallographic wire cross sections were also performed with 
higher loads such that the indents were penetrating a large number of Nb-Ti filaments and 
the Cu matrix. The results of these HV measurements are in the following referred to as 
the Nb-Ti/Cu composite hardness. In analogy to the concept of composite hardness used 
for the calculation of the hardness of thin films on substrates with differing hardness [8], 
below the Nb-Ti filament hardness (HVNb-Ti) is calculated from the Cu matrix hardness 
(HVCu), the Nb-Ti/Cu composite hardness (HVcomposite) and the corresponding volume 
fractions VCu/Vtotal and VNb-Ti/Vtotal in the composite according to: 
HVcomposite=HVCu*VCu/Vtotal+HVNb-Ti*VNb-Ti/Vtotal Equation 2 
In Table II the average HV values obtained for the Cu matrix, the Nb-Ti filaments and 
the Nb-Ti/Cu composite are shown. The Cu to Nb-Ti volume ratio in the composite wire 
part is VCu/VNb-Ti=0.5 (not taking into account the pure Cu part of the wire surrounding 
the Nb-Ti/Cu part).  
The HV0.005 values obtained by direct indentation in the Nb-Ti filaments of samples 
01R010 and 01R152 exceed the corresponding Nb-Ti hardness values calculated from the 
composite hardness by between 3 and 4 %, which is explained by the load dependence of 
the HV0.005 results (see Figure 2). The 10 gf indent diagonals in the Nb-Ti filaments 
have a length of almost 6 μm and are therefore in contact with the Nb-Ti/Cu interface. 
Due to the increasing influence of the Cu matrix on the Nb-Ti hardness result the HV0.01 
result for the Nb-Ti filaments is about 2 % lower than the Nb-Ti hardness calculated from 
the composite hardness. 
The Nb-Ti/Cu composite hardness was probed with loads up to 500 gf and load 
independent results were obtained with a minimum load of 200 gf (see Figure 3). 
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3.2 Tensile tests  
3.2.1 Tensile tests of Nb-Ti/Cu composite wires 
A stress-strain curve obtained for the Nb-Ti/Cu wire 01R152 is shown in Figure 4. The 
0.2 % proof stress due to Cu yielding (Rp0.2A and Rp0.2B), the second order 0.2% proof 
stress (Rp0.2C), which indicates yielding of the Nb-Ti filaments, and the elastic modulus 
(E0 and EA) are defined as described in [9]. The reinforcing Nb-Ti filaments have a lower 
E-modulus and a higher yield strength than the Cu matrix. Therefore, one observes two 
linear parts in the stress-strain curve, the first until Cu starts to yield plastically and the 
second until plastic Nb-Ti yielding occurs [12]. 
The tensile test results are summarised in Table III. The values presented are average 
values obtained for 8 wire samples. The E-modulus measured with increasing load is 
usually somewhat lower than the E-modulus measured with decreasing load (in the 
present case 99.2±6.0 GPa and 105±2 GPa, respectively). Rp0.2B is with 282±8 MPa about 
4 % lower than Rp0.2A.  
3.2.2 Tensile tests of single Nb-Ti filaments and Nb-Ti filament bundles  
Two stress-strain curves obtained for filament bundles extracted from samples 01R152 
and 01R010 are shown in Figure 5. The Rm and E0 values that have been measured for 
the Nb-Ti filament bundles and Rm obtained for single Nb-Ti filaments are shown in 
Table IV. 
The E-modulus and tensile strength of the Nb-Ti filaments in the different wires differ 
markedly. The E-modulus of the filaments in the 01R152 wire agrees well with the 
literature value of ENb-47wt.%Ti=87 GPa [5]. The Nb-Ti filament E-modulus for the 01R010 
wire is 11 % higher than it is for the filaments extracted from wire 01R152. The filaments 
extracted from both samples do hardly exhibit any plasticity up to rupture. 
The discontinuous stress-strain behaviour at high stress is partly caused by slight 
differences in the cross section of individual filaments within a filament bundle. Due to 
these differences some of the extracted filaments will fracture at lower loads than others, 
thus reducing the total Nb-Ti cross section at maximum load. Since the tensile strength is 
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calculated with the cross sectional area of all filaments, tensile tests of ductile filaments 
give a minimum value for the tensile strength, which can be more or less exceeded when 
the tensile strength is based on the true filament cross section, as it is done when doing 
single filament tensile tests.  
A comparison between Rm results obtained for the two different filament bundle samples 
shows that the tensile strength of the filaments in sample 01R152 exceeds the strength of 
the filaments in sample 01R010. This is confirmed by the Rm results found for the entire 
composite wires, which show that the 01R010 wire has a lower strength than the 01R152 
wire. 
The average Rm value that has been obtained for 6 individual Nb-Ti filaments that were 
extracted from the wire 01R152 is 1302±297 MPa. The large scatter in these results is 
mainly due to uncertainties in the filament cross section measurement. The rounded value 
of Rm=1300 MPa will be used in the following. In [13] an average Rm value of 1240 MPa 
is reported for Nb-Ti filaments extracted from Nb-Ti/Cu composite wires. 
4 Discussion  
4.1 Indentation hardness measurements in SC wire cross sections 
4.1.1 Dependence of HV results on the indent load 
For the determination of the tensile strength from HV values, the hardness result must be 
load independent. The influence of indent load depends on the material and its degree of 
cold-work. As outline above, the load dependence of HV results is caused by 
instrumental uncertainties (increasing influence of vibrations on HV with decreasing 
indent load), sample preparation artefacts and a true hardness increase with decreasing 
indentation depth [14]. For metallographically prepared copper it has been shown that the 
strong hardness increase at very low loads is mainly caused by the work-hardening of a 
surface layer during mechanical polishing [15]. 
As shown in Figure 2 a minimum indent load of 15 gf is required in order to obtain load-
independent hardness results for the cold worked Nb-47wt.%Ti alloy. On the other hand 
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for direct indentation in the Nb-Ti filaments of the LHC wires the indent load must not 
exceed 5 gf in order to avoid a strong influence of the surrounding Cu on the hardness 
result. Hence, it is impossible to obtain accurate, i.e. load independent results for the 
filaments in LHC wires by direct indentation measurements. Therefore, the concept of 
composite hardness is adopted for the measurement of the Nb-Ti filament hardness. 
4.1.2 Calculation of filament hardness from composite hardness  
For the LHC SC composite wires the Nb-Ti hardness can be determined accurately from 
the composite hardness results, the hardness of the interfilamentary copper and the 
volume fractions for Cu and Nb-Ti filaments. The interfilamentary Cu hardness can not 
be measured directly and it is assumed that it equals the hardness of the Cu outside the 
filament area. Errors in the interfilamentary Cu hardness have a comparatively small 
influence on the calculated Nb-Ti hardness (e.g. an error of 10 % in the Cu hardness 
causes and error in the Nb-Ti hardness of 1.5 %). The composite hardness can be 
measured with a sufficiently high load so that problems and artefacts related to low 
indent loads are avoided. 
The Nb-Ti/Cu interfaces represent obstacles for the dislocation movement. Therefore, 
when the dimensions of the filaments and the interfilamentary spacing are reduced such 
that they approach the dimensions of other dislocation obstacles like the grain boundary 
spacing, the size effect gets an increasingly important influence on the mechanical 
properties. A strong size effect has for instance been observed in Nb/Cu binary composite 
wires with a filament spacing of 45 nm [16], causing a strongly increased 
interfilamentary Cu tensile strength.  
If there would be a strong size effect on the strength of the LHC wires, the Nb-Ti 
hardness measured by direct indentation of an individual filament should be lower than 
the Nb-Ti hardness calculated from the composite hardness. Since this is not the case (see 
Table II) it is concluded that there is no significant size effect on the composite hardness 
measured in the LHC wire cross sections, with Nb-Ti filament diameters between 6 and 7 
µm and a spacing of about 1 µm. In [17] no size induced effect was observed for 
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filaments exceeding 10 µm, while at lower dimensions an increase in hardness is 
observed, which is attributed to Hall-Petch strengthening. 
4.2 Indentation hardness and tensile strength of the individual wire 
components 
As outlined above, for an ideal fully work hardened polycrystalline metal without any 
preferred crystalline orientation the YS can be determined from the correlation 
YS=HV/3, or when elastic deformation is significant the YS is given by Equation 1. 
However, in the Nb-Ti/Cu wires above conditions are not fulfilled for both components. 
4.2.1 Indentation hardness and tensile strength of the Cu matrix 
The Cu matrix of the LHC wires is partly annealed during the final 1 h-190 °C heat 
treatment and, therefore, during the indentation process Cu will undergo additional work 
hardening. As a result, the Cu matrix YS can not be determined from indentation 
hardness measurements. However, the measured Cu hardness is an indication for the 
degree of cold work in the Cu matrix and the corresponding YS values may be found in 
literature. 
In Table V the YS and Rm found for Cu with different degrees of cold-work is shown. 
For isotropic Cu with HV=87 (about the hardness measured for the Cu matrix in the LHC 
SC wires) a YS of 270 MPa and Rm of 314 MPa is reported [24]. In the following these 
values are used for rule of mixture (ROM) calculations.  
4.2.2 Indentation hardness and tensile strength of the Nb-Ti filaments 
It has been shown that the Nb-Ti filaments in Nb-Ti/Cu wires are strongly textured [13]. 
This anisotropy can cause a significant deviation from the HV/YS ratio as it is valid for 
isotropic materials. 
In Table VI the mechanical properties of the Nb-Ti filaments of the two different 01R 
samples are summarised and the measured tensile strength is compared with the tensile 
strength calculated from HV and the E-modulus according to Equation 1. 
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For the fully annealed Nb-47wt.%Ti alloy raw material the YS and Rm are about 380 and 
400 MPa, respectively. It can be expected that the difference between YS and Rm 
decreases with increasing cold work. From the stress-strain curves obtained for extracted 
filament bundles (see Figure 5) it can also be seen that the extracted filaments deform 
almost entirely elastically until rupture occurs and, for the heavily cold worked free 
standing Nb-Ti filaments differences between YS and Rm are in the following neglected.  
Hence, it can be concluded that the tensile strength of the strongly textured Nb-Ti 
filaments calculated according to Equation 1 is significantly lower than Rm determined 
experimentally for the free standing single filaments (10 % with respect to the filament 
bundle Rm and about 20 % as compared to the single filament Rm in the case of the 
01R152 sample). In addition, Rm of the Nb-Ti filament bundle extracted from wire 
01R152 (1160±31 MPa) is more than 20 % higher than Rm of the 01R010 filament 
bundle (902±57 MPa), while the difference in the tensile strength calculated according to 
Equation 1 does not show a strong difference in both cases. 
It has been shown that in the approximate hardness range HV=[150,270] there is a nearly 
linear dependence between the Vickers hardness of the Nb-46.5wt.%Ti alloy and the true 
strain to which it is subjected [18]. From the data presented in this article and elsewhere it 
appears that there is a saturation of the Nb-Ti indentation hardness at approximately 
HV=290, while the uniaxial tensile strength continues to increase with increasing cold 
work [19]. 
4.2.3 Different mechanical behaviour of Nb-Ti filaments due to different heat 
treatments 
There are at least two possible reasons why the mechanical properties of the Nb-Ti 
filaments change with increasing heating time, notably a different degree of texture and 
an increasing content of α-Ti precipitates.  
Similar relative variations of Nb-Ti E-moduli as they are reported here have been found 
by tensile tests of single Nb-Ti filaments that were subjected to different heat treatments 
[19]. The differences have been attributed to a different content of α-Ti precipitates in the 
filaments (after identical degree of cold work the α-Ti content increases with heat 
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treatment temperature and time). It was concluded that the higher the α-Ti content the 
higher is the Nb-Ti alloy E-modulus. Another explanation for the different elastic 
behaviour may be a differently strong elastic anisotropy due to a different degree of 
texture. 
Differences in Rm after the different heat treatments could also be attributed to a different 
α-Ti precipitate concentration and the size and spacing of the individual α-Ti precipitates 
within the Nb-Ti alloy. However, if such differences influence the tensile strength they 
should also influence the indentation hardness. Therefore, it is assumed that the different 
tensile strength found for both wire samples is mainly caused by a different degree of 
texture in the filaments, which influences the tensile strength but not the indentation 
hardness. 
The difference in the E-modulus and tensile strength of the Nb-Ti filaments in both 01R 
wires that have been investigated is therefore explained by different wire heat treatments, 
notably the 2 times longer final α-Ti precipitation heat treatment time to which the pre-
series 01R010 wire was submitted. 
4.3 Calculation of tensile properties according to the rule of mixtures 
(ROM)  
Below the tensile properties E-modulus and Rm are calculated according to the ROM 
from the tensile properties that have been determined for the entire composite wires and 
the extracted Nb-Ti filaments, assuming isostrain conditions.  
4.3.1 Calculation of the Cu E-modulus according to the ROM 
It has been shown for a variety of multifilamentary SC wires that E-modulus values 
elaborated from tensile tests follow the ROM within the accuracy of the experimental 
results [12]. Hence, from the E-modulus values Ewire and ENb-Ti the Cu matrix E-modulus 
can be calculated with the corresponding volume fractions VNb-Ti/Vtotal=0.374 and 
VCu/Vtotal =0.626 according to: 
ECu * VCu/Vtotal = Ewire-ENb-Ti*VNb-Ti/Vtotal Equation 3 
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The calculated values for the Cu E-modulus of 116 GPa in the two 01R wires (see Table 
VII) are similar to the literature value of 119 GPa, which is reported in [5] for 60 % cold-
drawn OFHC copper in Nb-Ti/Cu composites. An E-modulus of 118 GPa has been 
determined for the Cu matrix in an internal tin Nb3Sn multifilamentary SC wire [20].  
The E-modulus of 116 GPa for the Cu in the Nb-Ti/Cu wire determined from tensile test 
results confirms also previous findings on the elastic anisotropy of cold worked Cu by 
ultrasonic methods [21, 22], which report for strongly deformed Cu an E-modulus 
reduction of up to 11 % as compared to fully annealed texture free Cu, which has an E-
modulus of 128 GPa. This elastic stiffness reduction has been attributed to texture that is 
formed during the Cu deformation [21]. 
4.3.2 Estimation of the wire Rm according to the ROM 
For the application of the ROM for the calculation of the tensile wire strength several 
assumptions must be made [12]. Among others it is assumed that there are no transverse 
stresses in the loaded composite and that there are no residual stresses in the different 
phases of the unloaded composite. In particular these two assumptions are not fulfilled 
and it is therefore of interest if the ROM can also be applied for the estimation of the 
tensile composite wire strength. 
With RmCu=314 MPa, RmNb-Ti=1300 MPa, VCu/Vtotal =0.626 and VNb-Ti/Vtotal=0.374 the 
01R152 wire ultimate tensile strength RmWire is estimated according to Equation 4 as 683 
MPa, which is 9 % lower that the experimentally obtained value of 747 MPa. 
Rm-wire= RmCu* VCu/Vtotal +RmNb-Ti* VNb-Ti/Vtotal Equation 4 
A difference of some 10 % between ROM calculation and experimental result can be 
explained by the fact that the Rm of the filaments within the Cu matrix exceeds Rm of the 
individual free standing Nb-Ti filaments, since the Cu matrix stabilizes the filaments, 
thus allowing multiple necking of the embedded Nb-Ti filaments [Error! Bookmark not 
defined.].  
Rm for the free standing Nb-Ti filaments extracted from sample 01R152 is about 1300 
MPa and the increase of tensile strength (ΔRm) due to the filament stabilisation within the 
matrix may be estimated from Rm-Cu =314 MPa, Rm-wire=747 MPa and the volume 
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fractions VCu/Vtotal =0.626 and VNb-Ti/Vtotal =0.374. Taking into account some additional 
Cu work hardening it is estimated that ΔRm≈100 MPa. 
5 Conclusion 
The methodology of indention hardness measurements for the estimation of plastic 
properties of the different wire phases has been described and the limitations of this 
approach have been discussed: 
• Accurate load-independent HV values for the Nb-Ti filaments in multifilamentary 
SC wires can be elaborated from the Nb-Ti/Cu composite hardness. 
• For the determination of the HV/YS ratio the materials E-moduli must be known. 
In the present case of binary composite Nb-Ti/Cu wires the Nb-Ti E-modulus can 
be obtained from tensile tests of extracted Nb-Ti filament bundles and the Cu E-
modulus can be calculated according to the ROM. 
• The materials anisotropy that is developed during wire processing can cause 
significant errors in the determination of the YS when using HV/YS ratios that are 
valid for isotropic materials and it is therefore preferable to probe the individual 
phases by tensile tests. 
The measurement of indentation hardness remains as a comparatively simple method for 
assessing the plastic materials properties of all composite wire phases that can not be 
tested individually by tensile tests. Currently this method is applied for studies of the 
mechanical properties of non-reacted Nb3Sn SC wires that are being developed in the 
context with the Next European Dipole (NED) project [23]. 
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Tables 
Table I: Geometry of inner (01R) and outer (02R) LHC dipole SC composite wire 
samples [2]. Two 01R samples (01R152 and 01R010) have been tested. Sample 02R is an 
outer conductor drawn down to 6.7 mm diameter, measured before the final wire heat 
treatment. 
 




















Table II: HV measured for the Cu matrix (HVCu), the Nb-Ti filaments (HVNb-Ti) and the 
Nb-Ti/Cu composite (HVcomposite). The calculated Nb-Ti hardness is obtained from 
HVcomposite, HVCu and the respective volume fractions (VCu/VNb-Ti=0.5). Single phase and 
composite HV results are average values obtained for 5 and 3 measurements, 
respectively. 
Sample  HVCu HVcomposite HVNb-Ti Nb-Ti calculated 
01R152 HV0.05=79.7±2.0  HV0.5=211±5.0  HV0.005=288±18 HV0.01=270±6  HV=277 
01R010 HV0.05=94.4±2.6 HV0.5=221±4.4  HV0.005=294±27 HV=287 
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Table III: Tensile properties of two 01R LHC Nb-Ti/Cu composite wires. The E-modulus 
and 0.2 % proof stress are obtained from the unloading stress-strain curve. Results are 
average values obtained for 8 valid measurements. 
Sample EA (GPa) Rp0.2B (MPa) Rp0.2C (MPa) Rm (MPa) Elongation at 
fracture (%) 
01R152 104.6±1.9 282±8 687±6 747±8 3 






Table IV: E0 and Rm measured for Nb-Ti filament bundles and Rm of Nb-Ti single 
filaments extracted from 01R152. Results are average values obtained for at least 6 valid 
measurements.  
Sample Nb-Ti filament 
bundle E0 (GPa) 
Nb-Ti filament 
bundle Rm (MPa) 
Nb-Ti single filament 
Rm (MPa) 
01R152 85±4 1160±31 1302±297 
01R010 96±9 902±57 n.m. 
 
 
Table V: HV, YS and Rm found in literature for Cu with different degrees of cold work. 
 
Reference HV YS (MPa) Rm (MPa) 












Table VI: Comparison between tensile Nb-Ti properties determined experimentally from 
filament bundles (Rm-bundles) and single filaments (Rm-single) and the Nb-Ti tensile 
strength calculated (Rm-calc.) from HV and E according to Equation 1. It is assumed that 












01R152 85±4 2750 30.9 2.61 1050 1160±31 1302±297 




Table VII: Elastic properties of two Nb-Ti/Cu wires. The composite wire and Nb-Ti 
filament E-moduli have been determined experimentally and the Cu E-modulus is 
calculated according to the ROM assuming isostrain conditions. 




Cu E-modulus calculated 
according to ROM (GPa) 
01R152 104.6±1.9 85±4 116.3 






Figure 1: Transverse cross section of composite Nb-Ti/Cu wire 01R152 from which 



















Figure 2: HV load dependence for cold-worked OFHC copper and Nb-47wt.%Ti alloy in 
the 02R Nb-Ti/Cu transverse wire cross section (wire diameter 6.7 mm). The HV values 
are the average result obtained from five measurements. The error bars represent one 
standard deviation. The decrease of HV values at very low load is caused by vibrations. 
In the right image the indents (10-100 gf) in the Nb-Ti filament cross sections of sample 













Figure 3: Variation of the HV result as a function of the indent load in the Nb-Ti/Cu 
composite region of sample 01R152. At 1 gf the HV result is only influenced by the Nb-Ti 
hardness and with increasing indent load the influence of the Cu matrix on the HV result 
increases. The Nb-Ti/Cu composite hardness is obtained with a minimum load of 200 gf. 
The corresponding Vickers indents within the individual Nb-Ti filaments (1 gf) and in the 
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Figure 4: Stress strain curve obtained for the Nb-Ti/Cu wire 01R152 and definition of 
Rp0.2A, Rp0.2B, Rp0.2C, E0 and EA. 






















Figure 5: Stress-strain curve for Nb-Ti filament bundles extracted from the composite 
wires 01R152 and 01R010. The filaments of sample 01R010 have a higher E-modulus 
and a lower tensile strength than the filaments extracted from sample 01R152. It can be 
seen that the Nb-Ti filaments do hardly exhibit any plasticity up to rupture. The 
discontinuous stress-strain behaviour at high loads is probably caused by small 
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